<table>
<thead>
<tr>
<th>№</th>
<th>Сектор</th>
<th>Национален орган за стандартизация</th>
<th>Номер на документа</th>
<th>Заглавие</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>ТУРИСТИЧЕСКИ УСЛУГИ</td>
<td>AENOR-Испания</td>
<td>PNE 188004</td>
<td>Tourism services on nautical sport facilities</td>
</tr>
<tr>
<td>2</td>
<td>ПОГРЕБАЛНИ УСЛУГИ</td>
<td>AENOR-Испания</td>
<td>PNE 190001</td>
<td>Coffins. Terminology, classification and technical requirements.</td>
</tr>
<tr>
<td>3</td>
<td>УПРАВЛЕНИЕ НА СРЕДСТВА</td>
<td>TSE-Турция</td>
<td></td>
<td>Aircraft fuelling hazard zones (for military use)</td>
</tr>
<tr>
<td>4</td>
<td>УСЛУГИ В ОБЛАСТТА НА СИГУРНОСТТА</td>
<td>TSE-Турция</td>
<td></td>
<td>Authorized services - Rules Rules for computer and peripheral units</td>
</tr>
<tr>
<td>5</td>
<td></td>
<td></td>
<td></td>
<td>Authorized services – Rules for satellite telephone equipments</td>
</tr>
<tr>
<td>6</td>
<td></td>
<td></td>
<td></td>
<td>Authorized services - Rules for industrial purposed experiment and measuring devices.</td>
</tr>
<tr>
<td>7</td>
<td></td>
<td></td>
<td></td>
<td>Competent services – Rules for GSM rf repeater equipments</td>
</tr>
<tr>
<td>8</td>
<td></td>
<td></td>
<td></td>
<td>Authorized services for protection systems against lightning - Rules</td>
</tr>
<tr>
<td>9</td>
<td></td>
<td></td>
<td></td>
<td>Authorized services – Rules for LCD display glasses</td>
</tr>
<tr>
<td>10</td>
<td>ДРУГИ</td>
<td>MCCAA-Малта</td>
<td>SM/DSWS 4300</td>
<td>Day Services for Persons with Disability</td>
</tr>
<tr>
<td>11</td>
<td></td>
<td>DIN-Германия</td>
<td>14700644</td>
<td>Multi-Project Management - Management of project portfolios, programmes and projects - Part 3: Methods</td>
</tr>
<tr>
<td>12</td>
<td></td>
<td>DIN-Германия</td>
<td>14700645</td>
<td>Multi-Project Management - Management of project portfolios, programmes and projects - Part 4: Roles</td>
</tr>
<tr>
<td>13</td>
<td></td>
<td>UNI-Италия</td>
<td>U8300A130</td>
<td>Health care and social services - Services for living and for social inclusion of people with disabilities - Service requirements</td>
</tr>
<tr>
<td>14</td>
<td></td>
<td>TSE-Турция</td>
<td></td>
<td>Basketball-Volleyball-Places-Open Air-General Rules</td>
</tr>
<tr>
<td>15</td>
<td>ЗАЩИТА СРЕЧУ ПОЖАР</td>
<td>UNI-Италия</td>
<td>U70001871</td>
<td>Smoke and heat control system - Part 1: Design and installation for natural smoke and heat exhaust ventilators (NSHEVS)</td>
</tr>
<tr>
<td>16</td>
<td></td>
<td></td>
<td>U70001872</td>
<td>Smoke and heat control system - Part 2: Design and installation for powered smoke and heat exhaust ventilators (PSHEVS)</td>
</tr>
<tr>
<td>17</td>
<td></td>
<td></td>
<td>U70001875</td>
<td>Smoke and heat control system - Part 3: Smoke exhaust ventilation system from horizontal confined escape routes</td>
</tr>
<tr>
<td>18</td>
<td>БЕТОН</td>
<td>DIN-Германия</td>
<td>00517270</td>
<td>Chimneys - Part 5: Appliances for chimney-sweep work - Requirements, planning and construction</td>
</tr>
<tr>
<td>19</td>
<td></td>
<td>UNMZ-Чешка република</td>
<td></td>
<td>Soil compaction control</td>
</tr>
<tr>
<td>20</td>
<td></td>
<td>UNI-Италия</td>
<td>U73032850</td>
<td>Industrial racking system - Steel racking - Requirements for the repair of damage units</td>
</tr>
<tr>
<td>21</td>
<td></td>
<td></td>
<td>U73032860</td>
<td>Industrial racking system - Steel racking warehouses - Storage equipment validation</td>
</tr>
<tr>
<td>22</td>
<td>БЕТОН</td>
<td>AFNOR-Франция</td>
<td>XP P18-458</td>
<td>Tests for hardened concrete - Accelerated carbonation test - Measurement of the thickness of carbonated concrete</td>
</tr>
<tr>
<td>23</td>
<td></td>
<td></td>
<td></td>
<td>Contrete - Reactivity of a concrete formula with regard to the alkali-aggregate reaction - Performance test</td>
</tr>
<tr>
<td>24</td>
<td></td>
<td>AENOR-Испания</td>
<td>PNE 83980</td>
<td>Concrete durability. Test methods. Determination of the water absorption, density and accessible porosity for water in concrete</td>
</tr>
<tr>
<td>26</td>
<td></td>
<td></td>
<td>PNE 83982</td>
<td>Concrete durability. Test methods. Determination of the capillary suction in hardened concrete. Fagerfund method</td>
</tr>
<tr>
<td>No.</td>
<td>ID</td>
<td>Country</td>
<td>Standard No.</td>
<td>Description</td>
</tr>
<tr>
<td>-----</td>
<td>----</td>
<td>---------</td>
<td>--------------</td>
<td>-------------</td>
</tr>
<tr>
<td>27</td>
<td>B04</td>
<td>AENOR-Испания</td>
<td>PNE 80404</td>
<td>Methods of testing cement. Validation of cement test methods</td>
</tr>
<tr>
<td>28</td>
<td></td>
<td></td>
<td>PNE 80405</td>
<td>Methods of testing cement. Interlaboratory testing programs</td>
</tr>
<tr>
<td>29</td>
<td>B07</td>
<td>AFNOR-Франция</td>
<td>PR NF P 78-470</td>
<td>Glass in building - Calculation of component temperatures and efforts into the insulating glass sealing joints without solar protection</td>
</tr>
<tr>
<td>30</td>
<td>B08</td>
<td>ASI-Австрия</td>
<td>ONR 23850</td>
<td>Exchange and retrofit of locks, hardware and gaskets for existing fire barriers and smoke control shutters</td>
</tr>
<tr>
<td>31</td>
<td></td>
<td></td>
<td>DIN 18263-5</td>
<td>Building hardware - Door closing devices - Part 5: Evaluation of conformity for automatic swing door operators with controlled self-closing function</td>
</tr>
<tr>
<td>32</td>
<td>B09</td>
<td>UNI-Италия</td>
<td>E0201E811</td>
<td>Heating and cooling of buildings - Climatic data - Part 1: Monthly means for evaluation of energy need for space heating and cooling and methods for splitting global solar irradiance into the direct and diffuse parts and for calculate the solar irradiance on tilted planes</td>
</tr>
<tr>
<td>33</td>
<td></td>
<td></td>
<td>E0201E812</td>
<td>Heating and cooling of buildings - Climatic data - Part 2: Data for design load</td>
</tr>
<tr>
<td>34</td>
<td></td>
<td></td>
<td>E0201E813</td>
<td>Heating and cooling of buildings - Climatic data - Part 3: Accumulated temperature differences (degree-days) and other indices</td>
</tr>
<tr>
<td>35</td>
<td></td>
<td></td>
<td>MSZT-Унгария</td>
<td>MSZ 24140</td>
</tr>
<tr>
<td>36</td>
<td>B14</td>
<td>DIN-Германия</td>
<td>00517292</td>
<td>Subsoil - Verification of the safety of earthworks and foundations - Supplementary rules to DIN EN 1997-1</td>
</tr>
<tr>
<td>37</td>
<td>B17</td>
<td>UNI-Италия</td>
<td>U29000520</td>
<td>Lighting technology - Criteria for the preparation of the lighting project</td>
</tr>
<tr>
<td>38</td>
<td></td>
<td></td>
<td>TSE-Турция</td>
<td>Pallets and Containers (for Military Uses)</td>
</tr>
<tr>
<td>39</td>
<td>B27</td>
<td>ASI-Австрия</td>
<td>ONORM B 3660</td>
<td>Flexible sheets for waterproofing - Reinforced bitumen sheets for roof waterproofing - National implementation of ÖNORM EN 13707</td>
</tr>
<tr>
<td>40</td>
<td></td>
<td></td>
<td>ONORM B 3663</td>
<td>Flexible sheets for waterproofing - Synthetic sheets for roof waterproofing - National implementation of ÖNORM EN 13956</td>
</tr>
<tr>
<td>41</td>
<td></td>
<td></td>
<td>UNI-Италия</td>
<td>U87007560</td>
</tr>
<tr>
<td>42</td>
<td>B99</td>
<td>DIN-Германия</td>
<td>00517271</td>
<td>Equipment for building maintenance - Safety requirements for workplaces and accesses - Design and execution</td>
</tr>
<tr>
<td>43</td>
<td>C01</td>
<td>AFNOR-Франция</td>
<td>PR NF U47-108</td>
<td>Animal health analysis methods - Emphasis of presumtive Taylorella equigenitalis from Equidae genital sampling</td>
</tr>
<tr>
<td>44</td>
<td></td>
<td></td>
<td>DIN-Германия</td>
<td>05701659</td>
</tr>
<tr>
<td>45</td>
<td></td>
<td></td>
<td>UNI-Италия</td>
<td>U59098820</td>
</tr>
<tr>
<td>46</td>
<td></td>
<td></td>
<td>TSE-Турция</td>
<td>Hazelnut Kernels</td>
</tr>
<tr>
<td>47</td>
<td></td>
<td></td>
<td></td>
<td>Fresh peppers</td>
</tr>
<tr>
<td>48</td>
<td></td>
<td></td>
<td></td>
<td>Fresh figs</td>
</tr>
<tr>
<td>49</td>
<td></td>
<td></td>
<td></td>
<td>Fresh parsley</td>
</tr>
<tr>
<td>50</td>
<td></td>
<td></td>
<td></td>
<td>Animal Feeds- Calf Grower Feed</td>
</tr>
<tr>
<td>51</td>
<td></td>
<td></td>
<td></td>
<td>Hazelnut Puree</td>
</tr>
<tr>
<td>52</td>
<td></td>
<td></td>
<td></td>
<td>Animal Feeds - Shearing Feed</td>
</tr>
<tr>
<td>53</td>
<td>C02</td>
<td>AENOR-Испания</td>
<td>PNE 48103</td>
<td>Paints and varnishes. Standardized colours.</td>
</tr>
<tr>
<td>54</td>
<td></td>
<td></td>
<td>TSE-Турция</td>
<td>Paints And Varnishes-Alkyd Resins-Used as Binder</td>
</tr>
<tr>
<td>No.</td>
<td>Code</td>
<td>Standard Name</td>
<td>Agency</td>
<td>Catalog Number</td>
</tr>
<tr>
<td>-----</td>
<td>------</td>
<td>---------------</td>
<td>--------</td>
<td>----------------</td>
</tr>
<tr>
<td>55</td>
<td>C19</td>
<td>ХИМИЧЕН АНАЛИЗ</td>
<td>DIN-Германия</td>
<td>00200869</td>
</tr>
<tr>
<td>56</td>
<td>F20</td>
<td>ОСИГУРЯВАНЕ НА КАЧЕСТВОТО</td>
<td>TSE-Турция</td>
<td></td>
</tr>
<tr>
<td>57</td>
<td>F02</td>
<td>ЕДИНИЦИ И ОЗНАЧЕНИЯ</td>
<td>DIN-Германия</td>
<td>15202612</td>
</tr>
<tr>
<td>58</td>
<td>F12</td>
<td>ИНФОРМАЦИОННИ СИСТЕМИ</td>
<td>ASI-Австрия</td>
<td>ONORM A 2650</td>
</tr>
<tr>
<td>59</td>
<td></td>
<td></td>
<td>UNI-Италия</td>
<td>E14C81250</td>
</tr>
<tr>
<td>60</td>
<td>F13</td>
<td>ИЗПИТВАНИЯ ЗА ВЪЗДЕЙСТВИЕ НА ОКОЛНАТА СРЕДА</td>
<td>NEN-Нидерландия</td>
<td>NEN 7779:2014 Concept</td>
</tr>
<tr>
<td>61</td>
<td></td>
<td></td>
<td>TSE-Турция</td>
<td></td>
</tr>
<tr>
<td>62</td>
<td>F14</td>
<td>ПОЛИГРАФИЯ, ЗНАЦИ И ТАБЕЛИ</td>
<td>AENOR-Испания</td>
<td>PNE 54131-2</td>
</tr>
<tr>
<td>63</td>
<td></td>
<td></td>
<td>AENOR-Испания</td>
<td>PNE 54131-3</td>
</tr>
<tr>
<td>64</td>
<td></td>
<td></td>
<td>AENOR-Испания</td>
<td>PNE 54131-4</td>
</tr>
<tr>
<td>65</td>
<td>F15</td>
<td>ОБЩИ ИЗПИТВАНИЯ НА МАТЕРИАЛИ</td>
<td>TSE-Турция</td>
<td></td>
</tr>
<tr>
<td>66</td>
<td>F19</td>
<td>ОПТИКА</td>
<td>DIN-Германия</td>
<td>DIN 32567-1</td>
</tr>
<tr>
<td>67</td>
<td></td>
<td></td>
<td>DIN-Германия</td>
<td>DIN 32567-4</td>
</tr>
<tr>
<td>68</td>
<td></td>
<td></td>
<td>TSE-Турция</td>
<td></td>
</tr>
<tr>
<td>69</td>
<td>F20</td>
<td>ОСИГУРЯВАНЕ НА КАЧЕСТВОТО</td>
<td>AFNOR-Франция</td>
<td>PR NF X50-141-5</td>
</tr>
<tr>
<td>70</td>
<td>F99</td>
<td>ДРУГИ</td>
<td>DIN-Германия</td>
<td>09500415</td>
</tr>
<tr>
<td>71</td>
<td>H09</td>
<td>МЕБЕЛИ</td>
<td>UNMZ-Чешка република</td>
<td></td>
</tr>
<tr>
<td>72</td>
<td></td>
<td></td>
<td>AENOR-Испания</td>
<td>PNE 56875</td>
</tr>
<tr>
<td>73</td>
<td>I04</td>
<td>ТЪРКАЛЯЩИ ЛАГЕРИ</td>
<td>ASI-Австрия</td>
<td>ONORM M 8127-2</td>
</tr>
<tr>
<td>74</td>
<td></td>
<td></td>
<td>ASI-Австрия</td>
<td>ONORM M 8127-3</td>
</tr>
<tr>
<td>75</td>
<td>I06</td>
<td>СЪДОВЕ ПОД НАЛЯГАНЕ</td>
<td>TSE-Турция</td>
<td></td>
</tr>
<tr>
<td>76</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>77</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>No.</td>
<td>Description</td>
<td>Standard Code</td>
<td>Description</td>
<td></td>
</tr>
<tr>
<td>-----</td>
<td>-------------</td>
<td>----------------</td>
<td>-------------</td>
<td></td>
</tr>
<tr>
<td>78</td>
<td>I16 ДВИГАТЕЛИ С ВЪТРЕШНО ГОРЕНЕ</td>
<td>TSE-Турция</td>
<td>Test methods for military engine driven generator sets voltage dip for low power factor loads test</td>
<td></td>
</tr>
<tr>
<td>79</td>
<td>I19 ЯДРЕНА ЕНЕРГИЯ</td>
<td>ASI-Австрия</td>
<td>ONORM S 5295 Radiotherapie treatment planning systems - Constancy tests of functional performance characteristics</td>
<td></td>
</tr>
<tr>
<td>80</td>
<td>M01 СТОМАНА</td>
<td>TSE-Турция</td>
<td>Steel pipe fittings - Welding ended, threaded or flanged</td>
<td></td>
</tr>
<tr>
<td>81</td>
<td>M15 КОРОЗИЯ НА МЕТАЛИТЕ</td>
<td>ASI-Австрия</td>
<td>ОНORM C 2531 Anodized products of aluminium and aluminium alloys - Technical conditions of delivery</td>
<td></td>
</tr>
<tr>
<td>82</td>
<td>M18 ПРОДУКТИ ОТ МЕТАЛНА ТЕЛ</td>
<td>TSE-Турция</td>
<td>The nato multi-Channel tactical digital gateway-Cable link standard</td>
<td></td>
</tr>
<tr>
<td>83</td>
<td>N01 ХАРТИЯ И КАРТОН</td>
<td>DIN-Германия</td>
<td>DIN 54373 Testing of paper, board and pulps - Determination of acid insoluble proportion of ignition residue</td>
<td></td>
</tr>
<tr>
<td>84</td>
<td>N02 ТВЪРДИ ГОРИВА</td>
<td>PKN-Полша</td>
<td>prPN-G-04557 Water-slurry suspension -- Determination of solid particles -- Filtration method</td>
<td></td>
</tr>
<tr>
<td>85</td>
<td>N03 НЕФТОПРОДУКТИ</td>
<td>PKN-Полша</td>
<td>prPN-C-96017 Lubricants - VB lubricating oils with and without additives and VDL lubricating oils - Classification and requirements</td>
<td></td>
</tr>
<tr>
<td>86</td>
<td>N04 ОГНЕУПОРЫ</td>
<td>TSE-Турция</td>
<td>Lubricating oils, industrial lubricants and related products (Class L) - Miscellaneous oils (Group Y) - Used in tractors and heavy duty machines</td>
<td></td>
</tr>
<tr>
<td>87</td>
<td>N05 ТЕКСТИЛ</td>
<td>DIN-Германия</td>
<td>E1325D33R Plastic raw-secondary materials - Mixtures of plastics heterogeneous based polyolefins from industrial residue and/or from post-consumer materials to be used for different processing technologies - Part 16: Requirements and test methods</td>
<td></td>
</tr>
<tr>
<td>88</td>
<td>N06 ПЛАСТИМИ</td>
<td>TSE-Турция</td>
<td>Cloth, cotton Sateen (For military uses)</td>
<td></td>
</tr>
<tr>
<td>89</td>
<td>N07 ПЛАСТИМАСИ</td>
<td>DIN-Германия</td>
<td>05401587 Plastic warning devices for underground cables and pipelines - Part 5: Cable cover</td>
<td></td>
</tr>
<tr>
<td>90</td>
<td>N08 ПЛАСТИМАСОВИ ТРЪБИ</td>
<td>DIN-Германия</td>
<td>DIN 53766-1 Testing of glass fibre reinforced plastics apparatus, containers and pipes - Part 1: Determination of adhesive strength</td>
<td></td>
</tr>
<tr>
<td>91</td>
<td>N09 ПЛАСТИМАСОВИ ТРЪБИ</td>
<td>DIN-Германия</td>
<td>DIN 53766-1 Testing of glass fibre reinforced plastics apparatus, containers and pipes - Part 1: Determination of adhesive strength</td>
<td></td>
</tr>
<tr>
<td>92</td>
<td>N14 ПЛАСТИМАСОВИ ТРЪБИ</td>
<td>DIN-Германия</td>
<td>DIN 53766-1 Testing of glass fibre reinforced plastics apparatus, containers and pipes - Part 1: Determination of adhesive strength</td>
<td></td>
</tr>
<tr>
<td>93</td>
<td>S01 АКУСТИКА И ЗВУКОИЗОЛАЦИЯ</td>
<td>ASI-Австрия</td>
<td>ОНORM ISO/TS 7849-1 Acoustics - Determination of airborne sound power levels emitted by machinery using vibration measurement -- Part 1: Survey method using a fixed radiation factor (ISO/TS 7849-1:2009)</td>
<td></td>
</tr>
<tr>
<td>94</td>
<td>S02 КАЧЕСТВО НА ВЪЗДУХА</td>
<td>NEN-Холандия</td>
<td>NTA 9065:2014 Concept Air quality - Odour measurements - Odour measurement and calculation</td>
<td></td>
</tr>
<tr>
<td>95</td>
<td>S03 КАЧЕСТВО НА ВОДАТА И ВОДОСНАБЖЕВАНЕ</td>
<td>NEN-Холандия</td>
<td>NVN 6419:2014 Concept Protocol for the preparation of synthetic laboratory samples for organic compounds in ground and surface water</td>
<td></td>
</tr>
<tr>
<td>96</td>
<td>S04 КАЧЕСТВО НА ВОДАТА И ВОДОСНАБЖЕВАНЕ</td>
<td>NEN-Холандия</td>
<td>NVN 5870:2014 Concept Waste - Analysis of waste - Sample pretreatment for determination of organic and inorganic parameters</td>
<td></td>
</tr>
<tr>
<td>97</td>
<td>S05 КАЧЕСТВО НА ВОДАТА И ВОДОСНАБЖЕВАНЕ</td>
<td>AENOR-Испания</td>
<td>PNE 149101 Water conditioning equipment inside buildings. Validation of equipment used in the treatment of drinking water in the interior of buildings</td>
<td></td>
</tr>
<tr>
<td>No.</td>
<td>Code</td>
<td>Country</td>
<td>Standard Number</td>
<td>Description</td>
</tr>
<tr>
<td>-----</td>
<td>------</td>
<td>---------</td>
<td>-----------------</td>
<td>-------------</td>
</tr>
<tr>
<td>99</td>
<td>S244</td>
<td>SIS-Швеция</td>
<td>28310</td>
<td>Extraction and determination of phosphorous, potassium, calcium, magnesium and sodium from soils with ammonium lactate/acetic acid solution</td>
</tr>
<tr>
<td>100</td>
<td>DIN-Германия</td>
<td>11903881</td>
<td>Soil quality - Physical laboratory tests - Part 16: Determination of aggregate stability using the method of wet sieving</td>
<td></td>
</tr>
<tr>
<td>101</td>
<td>S99</td>
<td>DIN-Германия</td>
<td>08000267</td>
<td>Constancy testing of nuclear medicine instruments - Part 4: Positron emission tomographs (PET)</td>
</tr>
<tr>
<td>102</td>
<td>T01</td>
<td>DIN-Германия</td>
<td>DIN 82330</td>
<td>Ventilation systems on ships - Round flanges DN 100 to DN 1800</td>
</tr>
<tr>
<td>103</td>
<td></td>
<td></td>
<td>DIN 82331</td>
<td>Ventilation systems on ships - Gaskets for round flanges according to DIN 82330</td>
</tr>
<tr>
<td>104</td>
<td></td>
<td></td>
<td>DIN 82341</td>
<td>Ventilation systems on ships - Mushroom ventilator cowls</td>
</tr>
<tr>
<td>105</td>
<td></td>
<td></td>
<td>DIN 89263</td>
<td>Double-pole socket-outlets with protective contact - Switchable - AC/DC 10 A, AC/DC 250 V, degree of protection IP56</td>
</tr>
<tr>
<td>106</td>
<td></td>
<td></td>
<td>DIN 89262</td>
<td>Double-pole socket-outlets with protective contact - DC 10 A, AC 16 A, AC/DC 250 V, degree of protection IP56</td>
</tr>
<tr>
<td>107</td>
<td></td>
<td></td>
<td>DIN 89266</td>
<td>Double-pole coupling socket-outlets with protective contact DC 10 A, AC 16 A, AC/DC 250 V, degree of protection IP56</td>
</tr>
<tr>
<td>108</td>
<td></td>
<td></td>
<td>DIN 89267</td>
<td>Double-pole plugs with protective contact - DC 10 A, AC 16 A, AC/DC 250 V, degree of protection IP56</td>
</tr>
<tr>
<td>109</td>
<td></td>
<td></td>
<td>DIN 82340</td>
<td>Ventilation systems on ships - Swan-neck ventilators</td>
</tr>
<tr>
<td>110</td>
<td></td>
<td></td>
<td>DIN 82342</td>
<td>Ventilation systems on ships - Discharge ventilator cowls</td>
</tr>
<tr>
<td>111</td>
<td>T03</td>
<td>AENOR-Испания</td>
<td>PNE 26480</td>
<td>Road vehicles. Road vehicles with two axles. Determination of centre of gravity</td>
</tr>
<tr>
<td>112</td>
<td>T08</td>
<td>AENOR-Испания</td>
<td>PNE 58144-5</td>
<td>Cranes. Inspections. Part 5: Bridge and gantry cranes</td>
</tr>
<tr>
<td>113</td>
<td>T13</td>
<td>ASI-Австрия</td>
<td>ÖNORM M 9609</td>
<td>Slings - Welded and tested chain slings and components, grades 10 and 12 - Manufacturing, use and maintenance</td>
</tr>
<tr>
<td>114</td>
<td>T16</td>
<td>UNI-Италия</td>
<td>U85000514</td>
<td>Modification of hydraulic lifts installed in accordance with Directive 95/16/EC</td>
</tr>
<tr>
<td>115</td>
<td>T19</td>
<td>AFNOR-Франция</td>
<td>PR NF P98-691</td>
<td>Horizontal road marking works</td>
</tr>
<tr>
<td>116</td>
<td>W11</td>
<td>DIN-Германия</td>
<td>DIN VDE 0664-10/A1</td>
<td>Residual current operated circuit-breakers without integral overcurrent protection for household and similar uses (RCCBs) - Part 1: General rules</td>
</tr>
<tr>
<td>117</td>
<td></td>
<td></td>
<td>DIN VDE 0664-20/A1</td>
<td>Residual current operated circuit-breakers with integral overcurrent protection for household and similar uses (RCBOs) - Part 1: General rules</td>
</tr>
<tr>
<td>118</td>
<td></td>
<td></td>
<td>DIN VDE 0664-10/A200</td>
<td>Residual current operated circuit-breakers without integral overcurrent protection for household and similar uses (RCCBs) - Part 1: General rules</td>
</tr>
<tr>
<td>119</td>
<td></td>
<td></td>
<td>DIN VDE 0664-20/A200</td>
<td>Residual current operated circuit-breakers with integral overcurrent protection for household and similar uses (RCBOs) - Part 1: General rules</td>
</tr>
<tr>
<td>120</td>
<td>W27</td>
<td>AFNOR-Франция</td>
<td>PR NF C15-100/A5</td>
<td>Residual current devices with or without overcurrent protection for socket-outlets for household and similar uses (IEC 62640:2011, modified); German version FprHD 62640:2014</td>
</tr>
<tr>
<td>121</td>
<td></td>
<td></td>
<td>02225655</td>
<td>low-voltage electrical installations</td>
</tr>
</tbody>
</table>